

IEEE802.11b 11Mbps
Wireless USB Adapter

Quick Installation Guide

1. Introduction

The Wireless USB Adapter is a plug and play 11Mbps USB network adapter that works directly with any USB ready personal computer. Instantly, you can share data, printers, and even high-speed Internet access over your existing wireless network. As a powerful device, the USB adapter can send and receive data up to

speed of 11Mbps and being fully interoperable with other IEEE 802.11b 2.4GHz compliant equipment. Intuitive software makes setup a hassle-free experience, all you really got to do is plug it into the USB port and off you go into the world of wireless networking. This Quick Installation Guide is anticipated for users familiar with USB Adapter and driver installation for Windows98, Windows ME, Windows XP or Windows 2000.

2. System Requirement

To properly use your Wireless USB Adapter, please make sure that your laptop or PC meets the following minimum system requirements:

· The computer must have a USB port.

· The computer must have one of these operating systems, i.e., Microsoft Windows98, Windows ME, Windows XP and Windows 2000.

3. Verify Package Contents:

Open the box and remove all items. In addition to this Quick Installation Guide, make sure that you have these items:

· Wireless USB Adapter

· Utility CD

4. USB Wireless Adapter Hardware Features

The USB Wireless Adapter is a wireless network device that is connected through the USB cable to any standard USB connector.

4.1 LEDs

· PWR LED: Power ON/OFF 

· LNK LED: Transmit/ Receive

· Off - No wireless activity

· Blinking - Sensing/transmitting wireless data

· Solid Green - standard operational mode

· Connector

· USB Connector.

5. Hardware Installation

During installation procedure, you will be asked to supply CD or directory path information for the Utilities CD and your operating system software. So before installing the driver, you may need a copy of the operating system installation media, usually a CD supplied with your computer or operating system. On Windows 98/ME systems, the installation files are sometimes archived on the hard disk in C:\WINDOWS and C:\WINDOWS\SYSTEM directory. 
1. Insert the Utility CD into the CD-ROM drive.

2. Plug the USB adapter to your computer’s USB port.
3. When the USB link is established, the “Found New Hardware Wizard” screen will be displayed. Click on the “Next” button.
4. Check the item “Search for a suitable driver for my device” and click on the “Next” button.

5. In the “Locate Driver Files” screen, check the “Specify a location” and click on the “Next” button. Click on the Browse button from the Search files dialog box and browse to the Utility CD/Drivers directory and click OK button in Windows 98, ME and 2000 operating system. 

Note: In Windows NT, please specify to the Utility CD/Drivers/WINNT directory. 

  In Windows XP, please specify to the Utility CD/Drivers/WINXP 

directory.

6. The following screen informs you that Windows will search the drivers from 

the following path. Click on the “Next” to find the USB driver.
7. The screen informs you that Windows has found the driver and the device 

driver is ready for installation. Click on the “Next” button to continue.

Note:

In Windows98/ME operating system, you will be asked to specify the operating system source file path. Please follow displayed instructions.

In Windows 2000/XP operation system, when the no Microsoft Digital Signature Warning Message appears, click on the Yes button to continue with driver installation.
8. After the driver has been installed you will be presented with a screen informing of its completion. Click on the “Finish” button to complete the installation. In Windows 98/ME operating system, you need to reboot your computer.
6. Utility Installation

The Setup program installs Configuration Utilities in the Wireless LAN Card in the Program directory.
The Wireless LAN Card Utility program is a software tool that you can use to check the quality of your wireless connection to the network. To install the Wireless LAN Card Utility software, proceed as follows:

Put the Utilities CD in the CD-ROM drive. The setup program should start automatically. If it does not start, you can run the program manually by selecting Run from the Start menu and running autorun.exe from the CD-ROM drive.

1. Installer CD will start automatically. Select button Install Software to install Wireless LAN Card Utility.
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2. The InstallShield Wizard will guide you to install the utility. Click on the Next button to continue with utility installation.
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3. Select where the InstallShield Wizard stores the Wireless LAN Card Utilities and follows the on screen instruction to continue with the installation.
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4. You will need to restart your PC for the driver to take effect.
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NOTE: If the CD-ROM does not start automatically:

1. Double click on the My Computer icon on the Desktop.
2. Double click on the CD-ROM drive.
3. Double-click on autorun.exe file.
7. Config Utility (Refers to User’s Manual for more details on the Configuration Utility) 

When the computer is started, the "Config Utility" starts automatically and the system tray icon [image: image6.jpg]


 is loaded in the toolbar. Clicking on the utility icon will start the Configuration Utility. Another way to start the Configuration Utility is to:

Start > Programs > Wireless LAN Card Utility 2.0 > Config Utility

When the utility is started, the following screen will be displayed. 
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You may now use any of the management functions available in the Configuration Utility.
This document is subjected to change without notice.

